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John A . Vithoulkas 
County Manager 

Mr. Ryan Converse 

COMMONWEALTH OF VIRGINIA 

COUNT Y OF H ENRI CO 

September 28, 2015 

c/o CWC Food Properties, LLC 
402 Maxwell Street 
Arlington , GA 39813 

Re: Rezoning Case REZ2015-00019 

Dear Mr. Converse: 

This letter supersedes the letter dated August 18, 2015, to reflect a change in the 
mailing address. 

The Board of Supervisors at its meeting on August 11 , 2015, granted your request to 
conditionally rezone from 0-2 Office District to B-2C Business District (Conditional) 
Parcel 815-715-7156 containing .95 acres located on the west line of S. Laburnum 
Avenue at its intersection with Finlay Street, described as follows : 

Beginning at a point. said point being on the west line of Laburnum Avenue, at the 
intersection with Finlay Street; thence, S 19°05'30" E for a distance of 236.03 feet to a 
point; thence, N 74°37'25" E for a distance of 160.00 feet to a point; thence, N 19°05'30" 
W for a distance of 262.64 feet to a point; thence, S 74°40'58" W for a distance of 
127.96 feet to a point; thence, S 27°47'46" W for a distance of 36.50 feet to a point; 
thence, N 74°58'51" W for a distance of 150.74 feet to a point being the true point and 
place of beginning . Containing : 0.955 acres of land. 

The Board of Supervisors accepted the following proffered conditions , dated June 17, 
2015, which further regulate the above described property in addition to all applicable 
provisions of Chapter 24, Code of Henrico (Zoning Ordinance) : 

1. Conceptual Master Plan. The development of the property for a Zaxby's 
Restaurant shall be in general conformance with the concept plans titled "Zaxby's 
Laburnum Avenue Concept Plan , Option #1" and "Zaxby's Laburnum Avenue 
Concept Plan , Option #2" , prepared by Timmons Group, dated June 15, 2015 
and attached hereto as Exhibit A (the "Conceptual Master Plan") (see case file) , 
subject to changes required for final engineering design and in compliance with 
government regulations. 

(804) 501-4206 PARHAM & HUNGARY SPRING ROADS I P.O. BOX 90775 / HENRICO, VIRGINIA 23273-0775 
FAX (804) 501-4162 



Mr. Ryan Converse 
September 28, 2015 
Page 2 

2. Architectural Design. The building design for a Zaxby's Restaurant shall be in 
general conformance with the architectural design shown on the elevations 
entitled "Zaxby's 50 Model Prototype", Sheets A105 and A106, prepared by MRP 
Design Group, dated June 17, 2015 and attached hereto as Exhibit B (see case 
file) , unless otherwise requested and specifically approved at the time of Plan of 
Development. 

3. Building Materials. The exposed portion of each exterior wall surface (front, 
rear, and sides) of any building(s) to be constructed on the property (excluding 
rooftop screening materials and mechanical equipment) shall be similar to the 
exposed portions of other exterior wall surfaces of such building in architectural 
treatment and materials (primarily brick, masonry, or stone). Other architectural 
materials may be used on any exterior wall for trim , architectural decorations or 
design elements. 

4. Parking Lot Lighting. Parking lot lighting standards shall not exceed twenty-five 
(25) feet in height above grade level. Parking lot lighting shall be produced from 
concealed sources of light, be positioned in such a manner as to minimize the 
impact of such lighting on adjacent residential property and be reduced to a 
security level following the close of business conducted on the property. 

5. Building Height. No new building shall exceed 35 feet in height. 

6. Rooftop Equipment. Rooftop heating and air conditioning equipment shall be 
screened from public view at ground level at the property lines by means of 
parapets or other architectural features . 

7. Central Trash Receptacles. Central trash receptacles, not including 
convenience cans, shall be screened from public view at ground level , unless 
otherwise approved at the time of POD review. 

8. Underground Utility Lines. All utility lines on the Property shall be 
underground, except for existing utilities, junction boxes, meters, utility lines in 
wetland areas and utility lines required to be above ground by the utility 
company. 

9. Uses. The Property shall not be used for any of the following : 

a) adult business as defined by section 24-3 of the Henrico County Code 
including adult video stores; 
b) automotive filling or service stations including towing service; 
c) flea markets; 
d) gun shop sales or repair; 
e) hotels, motels, motor lodges, or tourist homes; 
f) theaters ; 



Mr. Ryan Converse 
September 28, 2015 
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g) bowling alleys; 
h) skating rinks (ice-skating and roller skating) ; 
i) swimming pools ; 
j) tennis courts; 
k) off track betting ; 
I) electronic video game rooms; 
m) bingo halls; 
n) archery ranges ; 
o) self-service storage facilities ; 
p) car wash (automatic or otherwise) ; 
q) billiard hall ; 
r) model racing tracks ; 
s) funeral home mortuary and/or undertaking establishments; 
t) grocery store in excess of 30,000 square feet; 
u) a recycling collection facility; 
v) accessory dwellings; 
w) on-site dry cleaning ; 
x) establishments whose primary business is check cashing and/or the making of 
payday loans as defined and regulated by Section 6.2 - 2100 et seq. and 6.1 -
1800 et seq . of the Code of Virginia in effect as of the date of the approval of 
these proffers (the foregoing shall not preclude banks, savings and loans or 
similar financial institutions that are not regulated by the foregoing Virginia Code 
Sections) ; and 
y) establishments whose primary business is the making of motor vehicle title 
loans as defined and regulated by Section 6.2 - 2200 et seq . of the Code of 
Virginia (the foregoing shall not preclude banks, savings and loans or similar 
financial institutions that are not regulated by the foregoing Virginia Code 
sections). 

10. Freestanding Signage. Any freestanding signs shall be ground-mounted , 
monolithic-type signs, shall not exceed ten (10) feet in height as measured from 
the grade of the base of the sign and shall be externally lit employing ground­
mounted floodlight or spotlight-type fixtures directed toward such signs and away 
from public rights-of-way. 

11 . Sidewalks. Subject to obtaining all required governmental approvals and 
permits, a sidewalk shall be provided along S. Laburnum Avenue and Finlay 
Street, and shall be constructed to current County road standards and 
specifications for sidewalks. 

12. Buffers and Landscaping. 

a. Buffer (Finlay Street). Enhanced landscaping along Finlay Street shall be 
installed to provide the following streetscape: four (4) trees per 100' of road 
frontage within ten (10) feet of property line. Four (4) evergreen shrubs shall be 
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planted in close proximity to the base of each tree, except adjacent to any 
parking spaces, where a continuous planting of shrubs shall be installed. These 
shrubs shall be regularly trimmed for appearance and height not to exceed three 
and one-half (3 .5) feet. 

b. Buffer (S. Laburnum Avenue) . Enhanced landscaping along S. Laburnum 
Avenue shall be installed to provide the following streetscape: four (4) trees per 
100' of road frontage within five (5) feet of the proposed sidewalk. Four (4) 
evergreen shrubs shall be planted in close proximity to the base of each tree, 
except adjacent to any parking spaces, where a continuous planting of shrubs 
shall be installed between the trees. These shrubs shall be regularly trimmed for 
appearance and height not to exceed three and one-half (3 .5) feet. 

13. Severance. The unenforceability, elimination, revision or amendment of any 
proffer set forth herein , in whole or in part, shall not affect the validity or 
enforceability of the other proffers of the unaffected part of such proffer. 

The Planning Department has been advised of the action of the Board of Supervisors 
and will revise its records . 

Sincerely, 

2-~~uz 
John A. Vithoulk~ 
County Manager 

pc: Peoples National Bank 
Andrew M. Condlin , Esq. 
Director, Real Estate Assessment 



COMMONWEALTH OF ViRQlNIA 

COUNTY OF HENRICO 

John A. VitbouDcas 
County Manager 

August 18, 2015 

Mr. Ryan Converse 
do owe Food Properties, LLC 
574 Maxwell Street 
Arlington, GA 39813 

Dear Mr. Converse; 

Re: Rezoning Case REZ2015-00019 

The Board of Supervisors at its meeting on August 11, 2015, granted your request to 
conditionally rezone from 0-2 Office District to B-2C Business District (Conditional) 
Parcel 815-715-7156 containing .95 acres located on the west line of S. Labumum 
Avenue at its intersection with Finlay Street, described as follows: 

Beginning at a point, said point being on the west line of Labumum Avenue, at the 
intersection with Finlay Street; thence, S 19®05'30" E for a distance of 236.03 feet to a 
point; thence. N 74°37'25" E for a distance of 160.00 feet to a point; thence. N 19*'05'30" 
W for a distance of 262.64 feet to a point; thence, S 74®40'58" W for a distance of 
127.96 feet to a point; thence, S 27''47'46" W for a distance of 36.50 feet to a point; 
thence, N 74''58'51" W for a distance of 150.74 feet to a point being the true point and 
place of beginning. Containing: 0.955 acres of land. 

The Board of Supervisors accepted the following proffered conditions, dated June 17, 
2015, which further regulate the above described property in addition to all applicable 
provisions of Chapter 24, Code of Henrico (Zoning Ordinance): 

1. Conceptual Master Plan. The development of the property for a Zaxby's 
Restaurant shall be in general conformance with the concept plans titled "Zaxby's 
Laburnum Avenue Concept Plan, Option #1" and "Zaxby's Laburnum Avenue 
Concept Plan, Option #2", prepared by Timmons Group, dated June 15, 2015 
and attached hereto as Exhibit A (the "Conceptual Master Plan") (see case file), 
subject to changes required for final engineering design and in compliance with 
government regulations. 

2. Architectural Design. The building design for a Zaxby's Restaurant shall be in 
general conformance with the architectural design shown on the elevations 
entitled "Zaxby's 50 Model Prototype". Sheets A105 and A106. prepared by MRP 

(804) 501 -4206 PARHAM & HUNGARY SPRING ROAOS / P.O BOX 90775 / HENRKX), VIRGINIA 2327S4>77S 
FAX (804) 501-4162 
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Design Group, dated June 17, 2015 and attached hereto as Exhibit B (see case 
file), unless othenwise requested and specifically approved at the time of Plan of 
Development. 

3. Building Materials. The exposed portion of each exterior wail surface (front, 
rear, and sides) of any building(s) to be constructed on the property (excluding 
rooftop screening materials and mechanical equipment) shall be similar to the 
exposed portions of other exterior wall surfaces of such building in architectural 
treatment and materials (primarily brick, masonry, or stone). Other architectural 
materials may be used on any exterior wall for trim, architectural decorations or 
design elements. 

4. Parking Lot Lighting. Parking lot lighting standards shall not exceed twenty-five 
(25) feet in height above grade level. Parking lot lighting shall be produced from 
concealed sources of light, be positioned in such a manner as to minimize the 
impact of such lighting on adjacent residential property and be reduced to a 
security level following the close of business conducted on the property. 

5. Building Height No new building shall exceed 35 feet in height. 

6. Rooftop Eguipment Rooftop heating and air conditioning equipment shall be 
screened from public view at ground level at the property tines by means of 
parapets or other architectural features. 

7. Central Trash Receptacles. Central trash receptacles, not including 
convenience cans, shall be screened from public view at ground level, unless 
otherwise approved at the time of POD review. 

8. Underground Utility Lines. All utility lines on the Property shall be 
underground, except for existing utilities, junction boxes, meters, utility lines in 
wetland areas and utility lines required to be above ground by the utility 
company. 

9. Uses. The Property shall not be used for any of the following: 

a) adult business as defined by section 24-3 of the Henrico County Code 
including adult video stores; 
b) automotive filling or service stations including towing service; 
c) flea markets; 
d) gun shop sales or repair; 
e) hotels, motels, motor lodges, or tourist homes; 
f) theaters; 
g) bowling alleys; 
h) skating rinks (ice-skating and roller skating); 
i) swimming pools; 
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j) tennis courts; 
k) off track betting; 
I) electronic video game rooms; 
m) bingo halls; 
n) archery ranges; 
o) self-service storage facilities; 
p) car wash (automatic or otherwise); 
q) billiard hall; 
r) model racing tracks; 
s) funeral home mortuary and/or undertaking establishments; 
t) grocery store in excess of 30,000 square feet; 
u) a recycling collection facility; 
v) accessory dwellings; 
w) on-site dry cleaning; 
x) establishments whose primary business is check cashing and/or the making of 
payday loans as defined and regulated by Section 6.2 - 2100 et seq. and 6.1 -
1800 et seq. of the Code of Virginia in effect as of the date of the approval of 
these proffers (the foregoing shall not preclude banks, savings and loans or 
similar financial institutions that are not regulated by the foregoing Virginia Code 
Sections); and 
y) establishments whose primary business is the making of motor vehicle title 
loans as defined and regulated by Section 6.2 - 2200 et seq. of the Code of 
Virginia (the foregoing shall not preclude banks, savings and loans or simitar 
financial institutions that are not regulated by the foregoing Virginia Code 
sections). 

10. Freestanding Signage. Any freestanding signs shall be ground-mounted, 
monolithic-type signs, shall not exceed ten (10) feet in height as measured from 
the grade of the base of the sign and shall be extemally lit employing ground-
mounted floodlight or spotlight-type fixtures directed toward such signs and away 
from public rights-of-way. 

11. Sidewalks. Subject to obtaining all required govemmental approvals and 
permits, a sidewalk shall be provided along S. Laburnum Avenue and Finlay 
Street, and shall be constructed to current County road standards and 
specifications for sidewalks. 

12. Buffers and Landscaping. 

a. Buffer (Finlay Street). Enhanced landscaping along Finlay Street shall be 
installed to provide the following streetscape: four (4) trees per 100' of road 
frontage within ten (10) feet of property line. Four (4) evergreen shrubs shall be 
planted in close proximity to the base of each tree, except adjacent to any 
parking spaces, where a continuous planting of shrubs shall be installed. These 
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shrubs shall be regularly trimmed for appearance and height not to exceed three 
and one-half (3.5) feet. 

b. Buffer (S. Labumum Avenue). Enhanced landscaping along S. Laburnum 
Avenue shall be installed to provide the following streetscape; four (4) trees per 
100" of road frontage within five (5) feet of the proposed sidewalk. Four (4) 
evergreen shrubs shall be planted in close proximity to the base of each tree, 
except adjacent to any parking spaces, where a continuous planting of shrubs 
shall be installed between the trees. These shrubs shall be regularly trimmed for 
appearance and height not to exceed three and one-half (3.5) feet. 

13. Severance. The unenforceability, elimination, revision or amendment of any 
proffer set forth herein, In whole or in part, shall not affect the validity or 
enforceability of the other proffers of the unaffected part of such proffer. 

The Planning Department has been advised of the action of the Board of Supervisors 
and will revise its records. 

Sincerely, 

John A. Vithoulkai 
County Manager 

pc: Peoples National Bank 
Andrew M. Condlin, Esq. 
Director, Real Estate Assessment 
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DOUBLE ROWLOCK
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DOUBLE ROWLOCK
CORBEL 12" EACH.

4
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ROOF SLOPE

B
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CURB (TYP)

WALL PACK
LIGHT FIXTURE @
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9
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WALL PACK
LIGHT FIXTURE @
9'-0" AFF

FLY FAN
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             EXTERIOR FINISH SCHEDULE
ALL MATERIALS & INSTALLATION SHALL CONFORM TO APPLICABLE ASTM STANDARDS
UNLESS GOVERNING AUTHORITIES HAVE DIFFERENT REQUIREMENTS.

STANDARD BRICK UNIT 35
8"x21

4"x8" RUNNING 12 BOND

COLOR:  BRICK - MOSSWOOD (BORAL BRICK)
      MORTAR - BUFF BRICK (BORAL BRICK)

15# ROOFING FELT OVER ALL SUBSTRATES OR SEALED DENS GLASS  GOLD SHEATHING.
GROUT VOID SOLID @ FENCE AND BELOW F.F.  NO VAPOR BARRIER REQUIRED.

CONTINUOUS, THROUGH WALL FLASHING, EDPM OR ALUMINUM, AT BOTTOM OF WALLS
& ABOVE OPENINGS.  CUT FLASHING FLUSH WITH EXT. FACE.  PROVIDE 1

4" DIA. ( 3
16" MIN.)

WEEPS, ABOVE FLASHING @ 33" O.C. MAX. FILL WEEPS WITH GLASS FIBER ROPE.

3
8" THICK MORTAR JOINTS.  ASTM C-270, TYPE N.
COLOR: PAINTED FIELD COLOR

DUR-O-WALL HORIZ REINF. ON CMU FENCE
DUR-O-WALL, DA 210, METAL WALL
TIES @ 16" O.C. VERT. & 16" O.C. HORIZ.
14 GA. W/ 316" DIA. PINTEL / TRI-TIE.
ATTACH TO STUDS WITH (2) 10 - 16x 11

2" SCREWS.

NOT USED

STO TO HAVE "SWIRL" FINISH AND CAN BE PAINTED.
FINISH COLORS, BELOW AND ON SHEET A-103 CAN BE PAINTED.
STO BRAND EIFS ON CMU, OR SHEATHING:
"STO ESSENCE" SPEC. E100
ICC EVALUATION REPORT NO. ESR-1720
= FIELD COLOR: SHERWIN WILLIAMS ZAXBY'S CREAM
= ACCENT COLOR: SHERWIN WILLIAMS COLOR DARK TAN

PREFINISHED, METAL COPING OR GRAVEL STOP.
COLOR: MATCH SURROUNDING CORNICE COLOR
MATERIAL SHALL BE 24 GAUGE, HOT DIPPED GALVANIZED STEEL OR
0.032" THICK ALUM. FINISH SHALL BE KYNAR 500 FLUOROCARBON COATING.
ACCEPTABLE MANUFACTURES ARE AS FOLLOWS:

    A. BERRIDGE MANUF. CO.,HOUSTON, TX.
    B. MM SYSTEMS, TUCKER, GA.
    C. APPROVED EQUALS WILL BE ACCEPTED

PROVIDE ALL RELATED ACCESSORIES: FLASHING, END CLOSURES, GUTTERS,
DOWNSPOUTS, ETC. IN MATCHING COLOR. INSTALL ALL MATERIALS PER MANUF.'S
RECOMMENDATIONS.

A MANUFACTURER'S WARRANTY AGAINST DISCOLORATION & WEATHER-TIGHTNESS
WILL BE REQUIRED.

NOT ALL ROOF PENETRATIONS & ACCESSORIES ARE SHOWN ON THIS DRAWING.
IT IS THE RESPONSIBILITY OF THE G.C. TO INSTALL ITEMS INDICATED ELSEWHERE.

STOREFRONT: WINDOWS & ENTRANCE DOORS

ACCEPTABLE MANUFACTURER: KAWNEER, REFER TO SPEC SHEET A123

GLAZING SHALL BE IN ACCORDANCE W/ THE FOLLOWING VALUES:

CONTACT PERSON @ QUALITY GLASS: JOHNNY DOSTER @ 706-548-4481

SELF-CLOSING & TEMPERED GLASS
DRIVE-THRU WINDOW: ROUGH OPENING = 6'-0" WIDE x 5'-8" HIGH
QUICKSERV MODEL SC-4030-IP SELF CLOSING HORIZ. SLIDER WINDOW
FIT INTO A "STOREFRONT" FRAME, MATCH STOREFRONT IN COLOR & GLAZING.

    QUICKSERV-DIVISION OF MCE SYSTEMS CORP.
    P.O. BOX 40466, HOUSTON, TX 77240-0466
    P. 800-388-8307    F. 713-462-1936
    STOREFRONT & SLIDER ALSO BY:
    QUALITY GLASS    P. 706-548-4481

PLANTATION STYLE AWNINGS
PROJECT AWNING: ALUM. FRAME W/ RC SLATS, BLACK
STRUCTURE BY AWNING SUPPLIER
ANY FABRIC TO MEET: ASTM E84-95, FLAME SPREAD RATING CLASS A (10).
FIELD VERIFY ALL AWNING CONDITION AND SIZES.

BLACK GOOSENECK FIXTURES ARE TO BE INSTALLED BY THE G.C.

ALL SPECIFIED MATERIALS MUST BE INSTALLED PER MANUFACTURER'S
REQUIREMENTS. ANY DISCREPANCIES OR CONFLICTS BETWEEN THE
DRAWINGS AND THE MANUFACTURER'S REQUIREMENTS SHOULD BE
IDENTIFIED BY THE CONTRACTOR PRIOR TO INSTALLATION AND
DURING THE BID PHASE TO AVOID CHANGE ORDERS.

LADDER, PAINT FIELD COLOR, OR BLACK

GLAZING, REFER TO SHEET A117

DOORS, REFER TO SHEET A115

3F
3A

"ZAXBY'S CREAM" - PAINT MIXTURE

COLORANT 1
32 OZ.

R2 1
G2 1
N1 7
Y3 57
BASE 1 GALLON A82W51
A-100 SATIN EXTERIOR LATEX
HOUSE PAINT EXTRA WHITE

"ZAXBY'S DARK TAN" - PAINT MIXTURE

COLORANT 1
32 OZ.

B1 37
R2 12
Y3 2Y21
W1 63
BASE 1 GALLON A82W51
A-100 SATIN EXTERIOR LATEX
HOUSE PAINT EXTRA WHITE

APPEARANCE

GLAZING - UNCOATED TINTED GLASS

GRAY TINT

CLEAR -NO TINT

TYPE & THICKNESS

1/4" TEMPERED

1/4" TEMPERED

U FACTOR

 .47

SHGC

 .58  .69

 .45

VLT

 39.6

 79

 7.3

 15

VLRLOCATION

EXTERIOR SIDE

INTERIOR SIDE

3/4" = 1'-0"
GATE JAMB DETAIL @ STRIKE

A105
5

3/4" = 1'-0"
GATE JAMB DETAIL @ HINGE

A105
6
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A120
3B
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"
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"

A108
4

A109
2

A109
4 T.O. CORNICE

20'-0" AFF.

T.O. PARAPET
18'-0" AFF.

FINISHED FLOOR

T.O. COLUMN CAP
11'-0" AFF.

AWNING AND FRAME
PER MANUFACTURER

BRICK
VENEER (TYP.)

4

1

T.O. CORNICE
20'-0" AFF.

10
'-0

"

8

14
'-0

"

2'
-1

0"

ACCENT BOX, REFER
TO DETAIL 4/A120

BRACKET, REFER TO
DETAIL 2/A120

9'-0" 14'-0"

5

6

5

SOLDIER COURSE
W/ NO CORBEL

7

7 7

41

C
.J

.

A119
1

3A

3A 3F3A 3F

A106
3

3A

A119
2

A108
3

A109
3

EMERGENCY LIGHTING
(EM2) MOUNT AT 7'-6"
AFF (TYP.)

3A 3F 12345

C
.J

. C
.J

.

C
.J

.

C
.J

.

T.O. STUDS
10'-0" AFF.

T.O. PARAPET
18'-0" AFF.

DRIVE-THRU AWNING
WITH PLEXIGLASS LINER
ON BOTTOM FACE OF
AWNING

ENTRY AWNING WITH
PLEXIGLASS LINER ON
BOTTOM FACE OF
AWNING

3'
-4

"

T.O. CORNICE
20'-0" AFF.

T.O. PARAPET
18'-0" AFF.

FINISHED FLOOR

T.O. BRICK VENEER
11'-0" AFF.

AWNING AND FRAME
PER MANUFACTURER

A109
4

1

8

BRICK
VENEER (TYP.)

3'
-4

"
6'

-8
"

14
'-0

"

4
EIFS WALL SYSTEM
BY GC (TYP.)

A109
2

11

5 5

5

8 88

T.O. STUDS
10'-0" AFF.

1

4
7

SOLDIER COURSE
W/ NO CORBEL

7 7

MASONRY EXPANSION
JOINT, REFER TO DETAIL
13/A120

C
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.

C
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.

7'
-6

"

A119
1

3A 3A 3A3F

3F

3A

A109
3

EMERGENCY LIGHTING
(EM2) MOUNT AT 7'-6"
AFF (TYP.)

IMPORTANT NOTE:
IT IS THE RESPONSIBILITY OF THE G.C. TO
PROVIDE PLANTATION AWNINGS THAT
HAVE BEEN DESIGNED FOR THE WIND
LOADS AT THIS LOCATION AND BE
INSTALLED PER MANUF. INSTRUCTIONS.
PLANTATION AWNINGS MUST BE ABLE
TO CLOSE AND LOCK WHEN STORM
ARE EMINENT.

3A

4x6 D.S.; DRAIN
UNDERGROUND
& EXIT OUT CURB

EIFS BANDS (TYP.)

OVERFLOW SCUPPER,
REFER TO DETAIL 14/A104.1
SCUPPER & COLLECTOR BOX,
REFER TO DETAIL 10/A104.1

4

4

4 5321

C
.J

.

C
.J

.

C
.J

.

C
.J

.

12'-3"14'-0" 14'-0"

ENTRY AWNING WITH
PLEXIGLASS LINER ON
BOTTOM FACE OF
AWNING

3'
-4

"

1

13
16" x 12" x CONT. METAL CHANNEL

LEGS UP W/ METAL RAIL CAP

3'
-4

1 2"

11 2"
31 4"

1 2"
2'

-7
1 4"

1 2"
31 2"

6"

47
8" 4" 4" 4" 4" 4" 4" 4" 4"

FIN. SLAB

31
4" O.D. CIRCLE 12" SQUARE

METAL TUBE W/ SEAM @ TOP

13
16" x 12" x CONT. METAL CHANNEL

LEGS DOWN (CUT SQUARE HOLES
AS REQ'D TO PASS BALUSTER
THROUGH)
3

4" SQUARE METAL
TUBE BALUSTER

11
4" SQUARE METAL

TUBE POST

13
16" x 12" x CONT.

METAL CHANNEL
LEGS DOWN

WELD END PLATE FOR
PULL-OUT.  SET POSTS IN
CONCRETE OF CORE DRILL
CONC. & SET IN NON-SHRINK
GROUT

ALL METAL TO RECEIVE A RUST-PROOF FLAT BLACK FINISH
WELDED CONNECTIONS (GRIND SMOOTH)

47
8"4" 4"

4'-13
4"

DRIVE THRU & RIGHT
EXTERIOR ELEVATIONS

A106

1/4" = 1'-0"
RIGHT SIDE ELEVATION

A106
1

1/4" = 1'-0"
DRIVE-THRU SIDE ELEVATION

A106
2
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             EXTERIOR FINISH SCHEDULE
ALL MATERIALS & INSTALLATION SHALL CONFORM TO APPLICABLE ASTM STANDARDS
UNLESS GOVERNING AUTHORITIES HAVE DIFFERENT REQUIREMENTS.

STANDARD BRICK UNIT 35
8"x21

4"x8" RUNNING 12 BOND

COLOR:  BRICK - MOSSWOOD (BORAL BRICK)
      MORTAR - BUFF BRICK (BORAL BRICK)

15# ROOFING FELT OVER ALL SUBSTRATES OR SEALED DENS GLASS  GOLD SHEATHING.
GROUT VOID SOLID @ FENCE AND BELOW F.F.  NO VAPOR BARRIER REQUIRED.

CONTINUOUS, THROUGH WALL FLASHING, EDPM OR ALUMINUM, AT BOTTOM OF WALLS
& ABOVE OPENINGS.  CUT FLASHING FLUSH WITH EXT. FACE.  PROVIDE 1

4" DIA. ( 3
16" MIN.)

WEEPS, ABOVE FLASHING @ 33" O.C. MAX. FILL WEEPS WITH GLASS FIBER ROPE.

3
8" THICK MORTAR JOINTS.  ASTM C-270, TYPE N.
COLOR: PAINTED FIELD COLOR

DUR-O-WALL HORIZ REINF. ON CMU FENCE
DUR-O-WALL, DA 210, METAL WALL
TIES @ 16" O.C. VERT. & 16" O.C. HORIZ.
14 GA. W/ 316" DIA. PINTEL / TRI-TIE.
ATTACH TO STUDS WITH (2) 10 - 16x 11

2" SCREWS.

 NOT USED

STO TO HAVE "SWIRL" FINISH AND CAN BE PAINTED.
FINISH COLORS, BELOW AND ON SHEET A-103 CAN BE PAINTED.
STO BRAND EIFS ON CMU, OR SHEATHING:
"STO ESSENCE" SPEC. E100
ICC EVALUATION REPORT NO. ESR-1720
= FIELD COLOR: SHERWIN WILLIAMS COLOR ZAXBY'S CREAM
= ACCENT COLOR: SHERWIN WILLIAMS COLOR DARK TAN

3

2

1

SELF-CLOSING & TEMPERED GLASS
DRIVE-THRU WINDOW: ROUGH OPENING = 6'-0" WIDE x 5'-8" HIGH
QUICKSERV MODEL SC-4030-IP SELF CLOSING HORIZ. SLIDER WINDOW
FIT INTO A "STOREFRONT" FRAME, MATCH STOREFRONT IN COLOR & GLAZING.

    QUICKSERV-DIVISION OF MCE SYSTEMS CORP.
    P.O. BOX 40466, HOUSTON, TX 77240-0466
    P. 800-388-8307    F. 713-462-1936
    STOREFRONT & SLIDER ALSO BY:
    QUALITY GLASS    P. 706-548-4481

PLANTATION STYLE AWNINGS
PROJECT AWNING: ALUM. FRAME W/ RC SLATS, BLACK
STRUCTURE BY AWNING SUPPLIER
ANY FABRIC TO MEET: ASTM E84-95, FLAME SPREAD RATING CLASS A (10).
FIELD VERIFY ALL AWNING CONDITION AND SIZES.

BLACK GOOSENECK FIXTURES ARE TO BE INSTALLED BY THE G.C.

ALL SPECIFIED MATERIALS MUST BE INSTALLED PER MANUFACTURER'S
REQUIREMENTS. ANY DISCREPANCIES OR CONFLICTS BETWEEN THE
DRAWINGS AND THE MANUFACTURER'S REQUIREMENTS SHOULD BE
IDENTIFIED BY THE CONTRACTOR PRIOR TO INSTALLATION AND
DURING THE BID PHASE TO AVOID CHANGE ORDERS.

LADDER, PAINT FIELD COLOR, OR BLACK

GLAZING, REFER TO SHEET A117

DOORS, REFER TO SHEET A115

6

7

8

9

PREFINISHED, METAL COPING OR GRAVEL STOP.
COLOR: MATCH SURROUNDING CORNICE COLOR
MATERIAL SHALL BE 24 GAUGE, HOT DIPPED GALVANIZED STEEL OR
0.032" THICK ALUM. FINISH SHALL BE KYNAR 500 FLUOROCARBON COATING.
ACCEPTABLE MANUFACTURES ARE AS FOLLOWS:

    A. BERRIDGE MANUF. CO.,HOUSTON, TX.
    B. MM SYSTEMS, TUCKER, GA.
    C. APPROVED EQUALS WILL BE ACCEPTED

PROVIDE ALL RELATED ACCESSORIES: FLASHING, END CLOSURES, GUTTERS,
DOWNSPOUTS, ETC. IN MATCHING COLOR. INSTALL ALL MATERIALS PER MANUF.'S
RECOMMENDATIONS.

A MANUFACTURER'S WARRANTY AGAINST DISCOLORATION & WEATHER-TIGHTNESS
WILL BE REQUIRED.

NOT ALL ROOF PENETRATIONS & ACCESSORIES ARE SHOWN ON THIS DRAWING.
IT IS THE RESPONSIBILITY OF THE G.C. TO INSTALL ITEMS INDICATED ELSEWHERE.

STOREFRONT: WINDOWS & ENTRANCE DOORS

ACCEPTABLE MANUFACTURER: KAWNEER, REFER TO SPEC SHEET A123

GLAZING SHALL BE IN ACCORDANCE W/ THE FOLLOWING VALUES:

CONTACT PERSON @ QUALITY GLASS: JOHNNY DOSTER @ 706-548-4481

5

4

3F
3A

"ZAXBY'S CREAM" - PAINT MIXTURE

COLORANT 1
32 OZ.

R2 1
G2 1
N1 7
Y3 57
BASE 1 GALLON A82W51
A-100 SATIN EXTERIOR LATEX
HOUSE PAINT EXTRA WHITE

"ZAXBY'S DARK TAN" - PAINT MIXTURE

COLORANT 1
32 OZ.

B1 37
R2 12
Y3 2Y21
W1 63
BASE 1 GALLON A82W51
A-100 SATIN EXTERIOR LATEX
HOUSE PAINT EXTRA WHITE

APPEARANCE

GLAZING - UNCOATED TINTED GLASS

GRAY TINT

CLEAR -NO TINT

TYPE & THICKNESS

1/4" TEMPERED

1/4" TEMPERED

U FACTOR

 .47

SHGC

 .58  .69

 .45

VLT

 39.6

 79

 7.3

 15

VLRLOCATION

EXTERIOR SIDE

INTERIOR SIDE
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GENERAL NOTES
1. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO BUILD PER ALL APPLICABLE CODES AND REGULATIONS: FEDERAL, STATE, AND LOCAL.
2. ALL SUBCONTRACTORS INCLUDING MECHANICAL, PLUMBING, AND ELECTRICAL SHALL BE RESPONSIBLE FOR SECURING PERMITS FOR THEIR WORK & TRADE UTILITY.  FURTHER

DRAWINGS (IF REQUIRED) FOR PERMITS AND UTILITY HOOK- UPS SHALL ALSO BE BY THE SUBCONTRACTOR.
3. ANY DISCREPANCIES WITHIN THESE CONSTRUCTION DOCUMENTS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.  THE CONTRACTOR WILL MAKE ASSUMPTIONS AT HIS

OWN EXPENSE.
4. THE GENERAL CONTRACTOR SHALL PROVIDE FIRE EXTINGUISHERS PER NFPA 10 (OR LOCAL AUTHORITY).  FIRE EXTINGUISHERS SHALL BE MOUNTED, TOP = 48" AFF.
5. THIS STATEMENT SHALL NOT GOVERN OVER MANUFACTURERS' WARRANTIES.  THE GENERAL CONTRACTOR SHALL WARRANTY HIS WORKMANSHIP FOR A MINIMUM PERIOD OF

ONE YEAR FROM THE DATE OF OCCUPANCY & ACCEPTANCE OF WORK BY THE OWNER.  DEFECTIVE OR INFERIOR MATERIALS OR WORKMANSHIP FOUND AT ANY TIME PRIOR TO
FINAL ACCEPTANCE OF THE WORK BY THE OWNER AND ALSO DURING THE WARRANTEE PERIOD MAY BE REJECTED, REGARDLESS OF PREVIOUS INSPECTION.  CORRECTIVE
MEASURES WHEN REQUIRED SHALL BE EXECUTED AT NO ADDITIONAL COST TO THE OWNER.

6. ALL MATERIALS RELATED TO THIS WORK SHALL BE: SHIPPED, STORED AND INSTALLED PER THE MANUFACTURERS RECOMMENDATIONS.
7. THE G.C. WILL LEAVE THIS SITE FREE AND CLEAR OF DEBRIS UPON COMPLETION OF THE WORK.
8. WHERE THESE DOCUMENTS INDICATE TRADE OR MANUFACTURER NAMES, THE CONTRACTOR MAY SUBSTITUTE A PRODUCT OR METHOD OF BETTER OR EQUAL QUALITY UPON

APPROVAL BY THE OWNER AND ZAXBY'S FRANCHISING.
9. UPON COMPLETION OF BUILDING & ACCEPTANCE BY THE OWNER THE CONTRACTOR SHALL PROVIDE, PREPARE, ASSEMBLE, AND TRANSMIT TO THE OWNER THE FOLLOWING:

MAINTENANCE MANUALS FOR MECHANICAL EQUIPMENT, WARRANTIES FOR ALL EQUIPMENT FOR A MINIMUM OF ONE YEAR FROM THE ACCEPTANCE DATE, KEYS WITH
SCHEDULE AND DEMONSTRATE THE EQUIPMENT.

10. TERMITE PROTECTION SHALL BE PROVIDED UNDER THE FLOOR SLAB.  INSTALLATION AND WARRANTEE SHALL BE PER THE INTERNATIONAL BUILDING CODE.

MUNICIPAL REQUIREMENTS
1. THE GENERAL CONTRACTOR SHALL SUBMIT TO BUILDING INSPECTIONS, SOIL COMPACTION DATA PRIOR TO THE PLACEMENT OF CONCRETE.
2. PLANS AND DESIGN CRITERIA FROM THE ROOF TRUSS MANUFACTURER SHALL BE SUBMITTED TO THE BUILDING INSPECTORS.  THE DATA PROVIDED SHOULD BE SEALED AND

SIGNED BY A GEORGIA PROFESSIONAL ENGINEER.  THE PLANS SHOULD INCLUDE DEAD LOAD, LIVE LOAD, WIND LOAD, AND COLLATERAL LOADING FOR ALL COMPONENT
SECTIONS

3. EXHAUST HOODS AND FIRE SUPPRESSION SYSTEMS ARE TO BE APPROVED BY THE APPROPRIATE AUTHORITIES (FIRE MARSHALL, ETC.)  IT IS THE RESPONSIBILITY OF THE GENERAL
CONTRACTOR TO OBTAIN APPROVALS.

1/4" = 1'-0"
FLOOR PLAN

A100
1

NOTE:
REFER TO CIVIL PLANS
DRAWINGS FOR SIDEWALKS,
PLANTER AREAS, ETC.

LEGEND:
FULL HEIGHT WALL

COOLER WALL

KNEEWALL

BRICK VENEER

CMU WALL

KITCHEN EQUIPMENT IS FOR REFERENCE ONLY.

GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATING
KITCHEN EQUIPMENT.
DESIGN AND INSTALLATION WITH A KITCHEN EQUIPMENT
SUPPLIER.
FINAL DESIGN MUST BE REVIEWED BY OWNER AND GENERAL
CONTRACTOR AND ANY CHANGES OR DISCREPANCIES MUST BE
DISCUSSED WITH ARCHITECT FOR ELECTRICAL/MECHANICAL
COORDINATION AND CONSTRUCTION DOCUMENT UPDATES.

FE - FIRE EXTINGUISHER
  K - CLASS K
  2A - CLASS A

DOOR NUMBER

GLAZING NUMBER

ste10
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